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The Paint the Professionals use




RESENE SUPERGLOSS ENAMEL

Supergloss Enamel is a hard wearing, high gloss
Enamel, designed for use inside and outside, where
an easily cleanable, mould resistant finish is
required, and is particularly suitable for Fiji
conditions.

Supergloss Enamel paints on smoothly and evenlyto
all surfaces. Generally one coat is all that is needed
over the appropriate Resene Enamel Undercoat.
Mote that for some colours, special coloured
undercoats are recommended.
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Exterior use

Durable under all
weather conditions,
Supergloss beautifies
and protects all exterior
surfaces against sun,
rain and humidity.

Lasts for years under
Fiji conditions.

All interior surfaces

Supergloss Enamel puts a hard wearing, steam and
mould resistant easy to clean, gloss fm!sh on
bathroom, laundry, kitchen, and other interior
surfaces.

Colour range
Supergloss Enamel is available in:

* 80 colours of this chart
101 colours of the BSS 2660 range
88 colours of the BSS 4800 range
Plus Black, White and Clear
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Cleaning up
Brushes wash up in
mineral turpentine.

Coverage
Supergloss  Enamel §
covers approximately
16 square metres per
litre.




Reserne Hi-Glo gloss acrylic house paint & super gloss exterior/interior enamel
AVAILABLE IN ALL FINISHES INCLUDING UNDERCOATS

CHINA BLUE HOT PURFLE SMOKE CAMELLIA _PEARI. LUSTA 1 CORAL PARCHMENT DOESKIN PALE GREEN CANDY
BLUE ICE HONEY MIST GREY CHANEL DUTCH WHITE RATTAN FEBBLESTOME SUGAR CAME IGLOO POWDER ROSE
BLUE FROST PALE PRIMROSE GREY LILAC MGC:.'lSIN IVORY AMBROSIA J GLAZE GREEN DAMSEL
SAPPHIRE CHARTREUSE FEDORA GREY g DRIFTWOOD SAND BEIGE SHARKSKIN S5AGE BRUSH : TEAK CHELSEA BLUE PALE PINK
- ol
S5KY BLUE OLD GOLD COOL GREY SPARROW SUNBURST GREEN MIST . = HI;H EEA__ . COBWEB HYDRANGEA PUMPKIN
BLUE LAGOOMN FASHION GOLD SEASCAPE LEATHER PEMUCHE COPPER GRE;H WREN BLUE BITTER GREEN WILLOW GREEN CAPRICE
DRESDEN BLUE TULIP COFFEE BROMNIE * DIZZY ORAMNGE OLIVETTE PEACOCK ANTIQUE GOLD SAGE CASINOD
ENSIGN DAFFODIL CHARCOAL * COPPER BROWN RUSTY ORANGE JUNGLE GREEN REDWOOD OXFORD BLUE SHERWOOD GREEN ¥ BRIGHT RED

ALSO AVAILABLE IN BLACK AND WHITE

THE COLOURS SHOWN ON THIS CHART ARE ALSO AVAILABLE IN RESENE SEMI GLOSS LATEX, RESENE MATT LATEX AND RESEMNE LUSTA GLO EMAMEL

The exlours on this card are as close to the actual paint colours as modern processes allow

{Enamal enly)

# NOT MACHIME TINTED COLOURS
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the
use

Use the paint the professionals use, for the reasons
that they prefer it: because Resene goes on so easily,
smooth and drag-free in application . . . because it
provides better coverage . . . because of its unlimited
range of beautiful colours . . . because of the long, long
life that you can expect from Resene paint.

Resene C.B.S.
Concrete Block Sealer

The paint that fills the voids, waterproofs and decorates

in two applications.
C.B.S. will waterproof concrete blocks where normal

paint will not.

Viniseal Wallpaper Varnish

Easy to use, quick drying, latex wvarnish, available in
flat or glaze. Makes wallpaper washable.

Resene Colorwood
Resene Timberstain

Colorwood for all interior staining.
Timberstain for exterior staining.

Stipplecote Cement Based Paint

An original cement based paint for all interior and
exterior cementitious surfaces. White only.

Resene -
the Paint

Professionals

Resene Matt Latex
The paint for wallpaper

Exterior and interior latex paint for concrete, stucco,
asbestos cement, brick and interior wallboards, timber
and wallpapers. Requires no undercoat. Quick drying.
Brushes wash out in water.

Available in 35 standard colours, plus the 101 B.S.5.
colour range.

Resene Hi-Glo Acrylic Roof Paint

A quick drying, easy to use acrylic paint for galvanized
iron and cementitious roofing.

Dries to a hard wearing long lasting gloss.

Brushes wash out in water.

Awvailable in 8 standard and 15 intermixed colours.

Resene Semi Gloss
The paint for concrete

Exterior and interior latex point for concrete, asbestos
cement, brick and interior wallboards, timber and wall-
papers. Dries to an even luxurious semi-gloss finish.
Requires no undercoat, and dries in 20 minutes.
Brushes wash out in water.

Available in 30 colours, plus the 101 B.S.5. colour range.

RESENE PAINTS LIMITED

GOUGH ST., LOWER HUTT. P.0. BOX 36006. PHONE 684-319
Auckland, Christchurch, Dunedin, Wellington, Hamilton, Mapier

McCarquodale Process by R Marti Peting Compary 10,77
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