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Summit Roof 
Commercial 

Brushing 
Additive

90ml

SAFETY PRECAUTIONS
Read label before use. Keep out of reach of children. This material 
is quite bland; with vapour, occasional skin contact and even minor 
ingestion having negligible hazard. Repeated skin contact may, and 
any eye contact will, cause irritation.
PRECAUTIONS
USE WITH ADEQUATE VENTILATION. DO NOT EAT, DRINK OR 
SMOKE WHILE USING.
Store in original or correctly labelled container, tightly closed, in a 
well ventilated area indoors, away from foodstuffs, at an ambient 
temperature and avoid freezing conditions. Dispose of empty container 
safely. Consult Resene checklist on environmentally acceptable 
methods of cleaning equipment and disposing of unwanted paint. Do 
not contaminate any water supply. Avoid release to the environment.

FIRST AID
IF SWALLOWED: Rinse mouth. Call a POISON CENTRE, doctor or 
physician if you feel unwell.
IF ON SKIN (or hair): Rinse skin with plenty of soap and water. If skin 
irritation or rash occurs get medical advice or attention.
IF IN EYES: Rinse cautiously with water for several minutes. Continue 
rinsing. If eye irritation persists get medical advice or attention.
IF INHALED: If breathing is difficult, remove to fresh air and keep at rest 
in a position comfortable for breathing.
If medical advice is required have product container or label at hand.
Further information can be obtained from
AUST: POISONS INFORMATION CENTRE 131 126 or call Resene 
1800 738 383.
NZ: NATIONAL POISONS CENTRE 0800 POISON (764 766) or call 
Resene 0800 737 363.

Resene Summit Roof Commercial 
Brushing Addit ive must  be 
used with Resene Summit Roof 
Commercial when applied by brush. 
Add 30ml of Resene Summit Roof 
Commercial Brushing Additive 
per litre of Resene Summit Roof 
Commercial. 
Mix well for at least 2 minutes.

Manufactured under a quality system certified as 
complying with ISO9001 by Telarc SAI, an accredited 
certification body. Printed on environmentally 
responsible paper, which meets with the 
requirements of environmental management 
system EMAS. Printed using de-inkable toners for 
recycling with no solvent emissions.

KEEP OUT OF REACH OF CHILDREN


